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LUMINAIRE PHOTOMETRIC TEST REPORT
Test:U:220.2V I:0.4770A P:102.4W PF:0.9740 Lamp Flux:8976.18x1 1lm
NAME: HAT TYPE: EWH WEIGHT:5
SPEC. : DIM. : SERIAL No.:
MFR. : SUR. : PROTECTION ANGLE:
DATA OF LAMP PHOTOMETRIC DATA Eff: 87.66 1lm/W
MODEL H100-100W | Imax(cd) 5706 S/MH (C0/180) 1.20
NOMINAL POWER (W) 102 LOR (%) 100.0 S/MH (C90/270) 1.23
RATED VOLTAGE (V) 220 TOTAL FLUX (1m) 8976.2 n UP,DN(C0-180) 0.0,52.2
NOMINAL FLUX (1lm) 8976.18 CIE CLASS DIRECT n UP,DN(C180-360) 0.0,47.8
LAMPS INSIDE 1 n up (%) 0.0 CIBSE SHR NOM 1.25
TEST VOLTAGE (V) 220.2 n down (%) 100.0 CIBSE SHR MAX 1.25
LUMINOUS INTENSITY DISTRIBUTION DIAGRAM CO PLANE ISOLUX DIAGRAM (UNIT:1x)
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AVERAGE BEAM ANGLE (50%) :82.9 DEG 33.0 5.50 S (m)
27.0 — 4.40
— 22.0 — 2.70
16.0 - 2.20
— 11.0 1.60
C Range: 0 - 360DEG Y Range: 0 - 90DEG
C Interval: 5.0DEG Interval: O0.5DEG
Test Speed: HIGH %est System:EVERFINE GO-2000B_V1 SYSTEM V2.0.279

Temperature:30.3DEG

Operators:

Test Date:2013-11-16

Humidity:95%
Test Distance:8.000m [K=1.0000]
Remarks: LED: 3020




EVERFINE GONIOPHOTOMETERS SYSTEM TEST REPORT

Page 2 Of 6

ZONAL FLUX DIAGRAM
ZONAL FLUX DIAGRAM:
¥ co Cc45 Cc90 C135 Cc180 C225 Cc270 C315 Y ® zone & total %$lum, lamp
5 5477 5479 5494 5496 5508 5515 5540 5519 0- 5 131.2 131.2 [1.46,1.46
10 5575 5544 5519 5576 5583 5587 5613 5603 5- 10 396.7 527.9 |5.88,5.88
15 5648 5598 5589 5638 5674 5644 5629 5638 10- 15 665.2 1193 [13.3,13.3
20 5645 5592 5659 5636 5669 5543 5645 5539 15- 20 928.6 2122  [23.6,23.6
25 5422 5439 5391 5491 5448 5292 5204 5293 20- 25 1155 3277 [36.5,36.5
30 4992 5007 5123 5056 5039 4750 4763 4751 25- 30 1303 4580 51,51
35 4175 4323 4271 4332 4194 3851 3725 3857 30- 35 1333 5913  [65.9,65.9
40 3156 3365 3419 3325 3098 2767 2687 2812 35- 40 1194 7107 [79.2,79.2
45 1900 2105 2185 2049 1814 1536 1565 1595 40- 45 904.3 8012  [89.3,89.3
50 740.7 922.2 951.4 864.1 678.7 500.7 442.6 545.3 45- 50 519.6 8531 95,95
55 325.0 428.7 566.5 386.5 290.8 272.7 279.8 285.1 50- 55 223.7 8755  [97.5,97.5
60 153.7 178.9 181.6 165.7 151.4 132.5 116.9 141.3 55- 60 110.9 8866  |98.8,98.8
65 83.81 108.3 118.8 101.7 86.39 71.78 69.13 76.97 60- 65 59.17 8925  [99.4,99.4
70 34.71 53.69 56.11 50.35 38.24 30.03 21.40 32.35 65- 70 31.87 8957  [99.8,99.8
75 10.29 17.43 30.81 15.39 10.81 8.507 11.66 9.024 70- 175 13.22 8970  [99.9,99.9
80 3.295 6.896 5.509 5.830 3.460 2.902 1.909 3.165 75- 80 4.791 8975 100,100
85 0.7201 1.168 0 0.9574 0.6561 0.3554 0 0.4081 80- 85 1.131 8976 100,100
920 0.2039 0 0 0 0.2318 0 0 0 85- 90 0.0835 8976 100,100
95 90- 95
100 95-100
105 100-105
110 105-110
115 110-115
120 115-120
125 120-125
130 125-130
135 130-135
140 135-140
145 140-145
150 145-150
155 150-155
160 155-160
165 160-165
170 165-170
175 170-175
180 175-180
DEG LUMINOUS INTENSITY:cd UNIT:1lm
C Range: - 360DEG Y Range: 0 - 90DEG
C Interval: 5.0DEG 0.5DEG

Test Speed: HIGH

Temperature:30.3DEG

Operators:

Test Date:2013-11-16

Interval:
%est System:EVERFINE GO-2000B_V1 SYSTEM V2.0.279
Humidity:95%
Test Distance:8.000m [K=1.0000]

Remarks:

LED:

3020
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ISOCANDELA DIAGRAM

Test:U:220.2V I:0.4770A P:102.4W PF:0.9740 Lamp Flux:8976.18x1 1lm
NAME: HAT TYPE: EWH WEIGHT:5
SPEC. : DIM.: SERIAL No.:
MFR. : SUR. : PROTECTION ANGLE:
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C Range: 0 - 360DEG Y Range: 0 - 90DEG

C Interval: 5.0DEG Interval: 0.5DEG

Test Speed: HIGH %est System:EVERFINE GO-2000B_V1 SYSTEM V2.0.279
Temperature:30.3DEG Humidity:95%

Operators: Test Distance:8.000m [K=1.0000]

Test Date:2013-11-16 Remarks: LED: 3020
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AAT Figure
Test:U:220.2V I:0.4770A P:102.4W PF:0.9740 Lamp Flux:8976.18x1 1lm
NAME: HT TYPE: E K WEIGHT:5
SPEC. : DIM. : SERIAL No.:
MFR. : SUR. : PROTECTION ANGLE:
Flux out:6538 1m
26.25ft 5.130,7.970fc Z//\\X 39.96ft
8m 55.22,85.781x 1218.12cm
39.37ft 2.280,3.542fc 59.95ft
12m 24.54,38.131x 1827.17cm
82.02ft |0.5254,0.8161fc 124.9ft
25m 5.655,8.7841x 3806.61cm
105ft |0.3206,0.4981fc 159.9ft
32m 3.451,5.3621x 4872.47cm
131.2ft [0.2052,0.3188fc 199.8ft
40m 2.209,3.4311x/ \ 6090.58cm
Height Eavg,Emax Angle:74.57deg Diameter

Note:The Curves indicate the illuminated area and the average
illumination when the luminaire is at different distance.

C Range: 0 - 360DEG

C Interval:

5.0DEG

Test Speed: HIGH
Temperature:30.3DEG

Operators:

Test Date:2013-11-16

Range: 0 - 90DEG
Interval: O0.5DEG
%est System:EVERFINE GO
Humidity:95%
Test Distance:8.000m [K:
Remarks: LED: 3020

-2000B_V1 SYSTEM V2.0.279

=1.0000]
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ISOLUX DIAGRAM
Test:U:220.2V I:0.4770A P:102.4W PF:0.9740 Lamp Flux:8976.18x1 1lm
NAME: HAT TYPE: EWH WEIGHT:5
SPEC. : DIM. : SERIAL No.:
MFR. : SUR. : PROTECTION ANGLE:
105.0° 52.5° 0.0 52.5¢ 105.0°
131.2¢ 40.00m 39 1.6441x 0.1528fc
59 2.7411x 0.2546fc
105.0° 32.00m 103 5.4811x 0.5092fc
30% 16.441x 1.528fc
78.1" 24.00m 505 27.411x 2.546fc
52.5¢ 16.00m

26.2" ////’»¢“~“\\\\ 8.00m

0.0" <::::::::> 0.00m

26.2" - 8.00m
\/

52.5" 16.00m
78.7" 24.00m
105.0" 32.00m
131.2" 40.00m
32.00m 16.00m 0.00m 16.00m 32.00m

MOUNTING HEIGHT: 33' (10.0m)
C Range: 0 - 360DEG Y Range: 0 - 90DEG

C Interval: 5.0DEG
Test Speed: HIGH
Temperature:30.3DEG
Operators:

Test Date:2013-11-16

% Interval: 0.5DEG
e

st System:EVERFINE GO-2000B_V1 SYSTEM V2.0.279

Humidity:95%

Test Distance:8.000m [K=1.0000]

Remarks: LED: 3020
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Planar Illuminance Curve

Planar Illuminance Curve
E (1x) MH = 10 m
55

49.5 / \

44 \

qQ
o
~
N
RY]
D

38.5 ¥

33

27.5
22
16.5
11 :
r/
5.5
7 \
0 _— T
-25 -20 -15 -10 -5 0 5 10 15 20 25
Distance (m)
C Range: 0 - 360DEG Y Range: 0 - 90DEG
C Interval: 5.0DEG Interval: 0.5DEG
Test Speed: HIGH %est System:EVERFINE GO-2000B_V1 SYSTEM V2.0.279
Temperature:30.3DEG Humidity:95%
Operators: Test Distance:8.000m [K=1.0000]

Test Date:2013-11-16 Remarks: LED: 3020



